
704SH EN 856 4SH

part  ref.
[in] size [mm]

704SH12B 3/4" 12 19,2

704SH16B 1" 16 25,6

704SH20B 1.1/4" 20 32,1

704SH24B 1.1/2" 24 38,3

704SH32B 2" 32 51,0

INTERLOCK TYPE

Linee idrauliche ad altissima pressione

Very high pressure hydraulic lines

Gomma sintetica resistente agli olii

Synthetic rubber, oil resistant

Quattro spirali in acciaio ad alta resistenza

Four spirals of high tensile steel wire

Gomma sintetica resistente agli olii, agli agenti atmosferici e alle abrasioni

Oils,weather and abrasion resistant synthetic rubber 

Olii idraulici da -40°C a +100°C, intermittente +120°C

Acqua da 0°C a +70°C

Aria fino a +60°C.

Hydraulics oils from -40°C to +100°C, intermittent +120°C

Water from 0°C to +70°C.

Air up to +60°C.

POWERSPIR BESTFLEX  EN 856 4SH **  */ *"  WP *** bar  (****psi)
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The values, dimensions and data in the following document could be changed without warning

Temperatura d'esercizio:

Working temperature:

Norme di riferimento:
Exceeds EN 856 4SH

Applicable Standard:

23

Covering:

66 4,900 7180325

Fittings:

Applicazioni:

Applications:

Sottostrato:

Tube:

Rinforzo:

Reinforcement:

Copertura:
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Hose

SPIRAL

Min

Burst Pr. Bend Radius [mm] part  ref.Kg/Mt

30,8 1,560 7190125420

Dimension Pressure [bar] Bending Weight Ferrule

[mm] Working Pr.

Hose Size OD Max Min


