
70R6 EN 854 1TE - SAE 100 R6

part  ref.
[in] size [mm]

70R604B 1/4" 04 6,3

70R605B 5/16" 05 8,0

70R606B 3/8" 06 9,5

70R608B 1/2" 08 12,7

70R610B 5/8" 10 16,0

70R612B 3/4" 12 19,0

70R616B 1" 16 25,4

STANDARD TYPE

Linee idrauliche a bassa pressione, linee di ritorno

Low pressure hydraulic lines, return lines

Gomma sintetica resistente agli olii, lublificanti, nafta e aria

Synthetic rubber, oil resistant, lubtificant and air

Treccia di filati sintetici ad alta resistenza

High tensile synthetic textile braid 

Gomma sintetica resistente all'abrasione, agli olii e agli agenti atmosferici

Abrasion, oils,fuels and weather resistant synthetic rubber 

Olii idraulici da -40°C a +100°C

Acqua da 0°C a +70°C

Aria fino a +50°C.

Hydraulics oils from -40°C to +100°C

Water from 0°C to +70°C.

Air up to +50°C.
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Hose

BRAIDED

EN 854 R6 - SAE J517 100 R6
Applicable Standard:

83

68

0,270 7111008

22,9 0,310 7111010

28

24

110

Rinforzo:

26,6 0,430 7111012

33 0,590 7111016

Fittings:

Applicazioni:

Applications:

Sottostrato:

Tube:

21

17

152

The values, dimensions and data in the following document could be changed without warning

Norme di riferimento:

Reinforcement:

Copertura:

Covering:

Temperatura d'esercizio:

Working temperature:

36

0,190 7111006

28

28

110

110

76

76

0,180 7111005

0,140 7111004

[mm] Working Pr. Burst Pr. Bend Radius [mm] part  ref.Kg/Mt

28 110 64

203

Dimension Pressure [bar] Bending

12,4

13,9

18,6

15,4

97

102

127

Weight Ferrule

Hose Size OD Max Min Min


