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70WNB WASH BLACK - 2SN HIGH PRESSURE 155°C

Pressure [bar] Weight | Ferule

part ref. Hose Size oD Max Min Min
[in] size [mm] [mm] Working Pr. Burst Pr. Bend Radius [mm] Kg/Mt part ref.

70WNO04B 14" 04 6,3 14,7 400 1600 100 0,380 717604

70WNO5B 5/16" 05 8,0 16,5 400 1400 114 0,450 717605
70WNO6B 3/8" 06 95 18,7 400 1320 127 0,530 717606
70WNO08B 12" 08 12,7 21,9 400 1100 178 0,650 717608
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@ Balflex” COVER : black

DISPONIBILI RACCORDI E MANOPOLE, CONSULTARE IL CATALOGO
AVAILABLE FITTINGS AND HANDGRIP, CONSULT THE CATALOGUE

Fittings: STANDARD TYPE
Applicazioni: Sistemi di lavaggio ad alta pressione con acqua fredda e calda
Applications: High pressure cleaning system for cold and hot water
Sottostrato: Gomma sintetica resistente all'acqua, emulsioni, acqua con detergenti
Tube: Synthetic rubber, water, emulsion, water-soap resistant
Rinforzo: Due trecce di acciaio ad alta resistenza
Reinforcement: Two high tensile steel braids
Copertura: Gomma sintetica nera resistente alle abrasioni. aali olii e aali aaenti atmosferici
Covering: Oils, weather and abrasion resistant synthetic black rubber
Temperatura d'esercizio: Acqua da 0°C a +155°C
Working temperature: Water from 0°C to +155°C
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The values, dimensions and data in the following document could be changed without warning



