
70MT2 SERIE MT2

part  ref.
[in] size [mm]

70MT204 1/4" 04 6,4

70MT205 5/16" 05 8,0

70MT206 3/8" 06 9,7

70MT208 1/2" 08 13,0

70MT210 5/8" 10 16,3

70MT212 3/4" 12 19,2

70MT216 1" 16 25,6

STANDARD TYPE

Linee ad alta pressione di vernici, solventi e gas compatibili

High pressure lines of paints, solvens and compatible gas

Poliammide

Polyamide

Doppia treccia di acciaio ad alta resistenza

Double high tensile steel braid

Poliuretano antiabrasione, a richiesta microperforato

Antiabrasion polyurethane, on request it is also available micro perforated 

Da -40°C a +100°C

Acqua da 0°C a +70°C

Aria fino a +70°C.

From -40°C to +100°C

Water from 0°C to +70°C.

Air up to +70°C.

Realizzabile anche nella versione binata o multipla 

Realizable in twin and multiple version

Catalogue

2026.00

Hose

THERMOPLASTIC

Dimension Pressure [bar] Bending Weight Ferrule

Hose Size OD Max Min Min

[mm] Working Pr. Burst Pr. Bend Radius [mm] part  ref.Kg/Mt

13,5 0,294 7111605

15,1 0,346 7111606

400

350

1600

1400

40

50

17,0 0,418 On demand

21,5 0,598 7111808

330

275

1320

1100

60

75

24,5 0,660 On demand

27,5 0,788 7111812

250

215

1000

860

110

150

Covering:

35,0 1,053 On demand

Fittings:

Applicazioni:

Applications:

Sottostrato:

Tube:

Rinforzo:

Reinforcement:

Copertura:

165 660 185

50

The values, dimensions and data in the following document could be changed without warning

Temperatura d'esercizio:

Working temperature:

Nota:

Note:

Norme di riferimento:
Exceeds pressures SAE 100 R2

Applicable Standard:


