
70MTKH SERIE MTKH

part  ref.
[in] size [mm]

70MTKH04 1/4" 04 6,4

70MTKH06 3/8" 06 9,5

70MTKH08 1/2" 08 13,0

70MTKH12 3/4" 12 19,2

70MTKH16 1" 16 25,8

MULTISPIRAL TYPE

Linee idrauliche ad altissima pressione, buona flessibilità del tubo

Very high pressure hydraulic lines, good hose flexibility

Poliestere termoplastico

Thermoplastic polyester

Una treccia in fibra aramidica e una treccia di acciaio ad alta resistenza

One aramidic fiber braid and one high tensile steel braid

Poliuretano antiabrasione, a richiesta microperforato per uso pneumatico

Antiabrasion polyurethane, on request it is also available micro perforated for pneumatic use 

Olii idraulici da -40°C a +100°C

Acqua da 0°C a +70°C

Aria fino a +70°C.

Hydraulics oils from -40°C to +100°C

Water from 0°C to +70°C.

Air up to +70°C.

Realizzabile anche nella versione binata o multipla 

Realizable in twin and multiple version

Catalogue
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Hose

THERMOPLASTIC

Dimension Pressure [bar] Bending Weight Ferrule

Hose Size OD Max Min Min

14,5 0,260 71119044

[mm] Working Pr. Burst Pr. Bend Radius [mm] part  ref.Kg/Mt

700 2800 40

28,2 0,659 7185124

18,0 0,344 7185064

22,0 0,460 71119084
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Covering:

35,4 0,860 7185164

Fittings:

Applicazioni:

Applications:

Sottostrato:

Tube:

Rinforzo:

Reinforcement:

Copertura:

200 800

42

The values, dimensions and data in the following document could be changed without warning

Part. Nr. 70MTKH04 : idonea per attrezzature di soccorso (Norma NFPA 1936)

Temperatura d'esercizio:

Working temperature:

Nota:

Note:

Norme di riferimento:

Applicable Standard:


