
70PTFE SERIE PTFE INOX 304

part  ref.
[in] size [mm]

70PTFE02 1/8" 02 3,2

70PTFE03 3/16" 03 4,8

70PTFE04 1/4" 04 6,4

70PTFE05 5/16" 05 8,0

70PTFE06 3/8" 06 9,5

70PTFE08 1/2" 08 12,7

70PTFE10 5/8" 10 16,0

70PTFE12 3/4" 12 19,0

70PTFE16 1" 16 25,4

STANDARD TYPE

Passaggio ad alta pressione di vernici, olii, aria, acqua e vapore non saturo

Applications in the high pressure of paints, oils, air, water and unsaturated steam

PTFE

PTFE

Treccia in acciaio INOX AISI 304

AISI 304 Stainless Steel braid

Da -60°C a +260°C

From -60°C to +260°C

 -60°C  =  0,95 *  WP

+20°C  = 1 * WP

+100°C  = 0,9  * WP

+150°C  = 0,55 * WP

+200°C  = 0,30 * WP

+260°C  = 0,10 * WP
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The values, dimensions and data in the following document could be changed without warning

Tubi non adatti al passaggio di ossigeno, vapore saturo in pressione e cariche elettrostatiche

Hoses not suitable for the flow of oxigen, saturated steam and electrostatic charges

Temperatura d'esercizio:

Working temperature:

Nota:

Note:

Correzione della pressione di 

esercizio(WP) in funzione 

della temperatura:

Correction of the working 

pressure (WP) in reference to 

the temperature:

Sottostrato:

Tube:

Rinforzo:

Reinforcement:

29,7 0,503 7112016

Fittings:

Applicazioni:

Applications:
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[mm] Working Pr. Burst Pr. Bend Radius [mm] part  ref.Kg/Mt

Hose Size OD Max Min Min

Hose

PTFE

Dimension Pressure [bar] Bending Weight Ferrule


